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Indian Standard 
GENERAL REQUIREMENTS FOR TENTS 

( First Revision ) 



0. FOREWORD 



0.1 This Indian Standard ( First Revision ) was 
adopted by the Bureau of Indian Standards on 
10 February 1988, after the draft finalized by 
the Made Up Textiles ( other than Ready- 
Made Garments ) Sectional Committee had 
been approved by the Textile Division Council, 

0.2 This standard originally published in 1975, 
was based on G/Tex/T-IG 'General specification 
for tent components and fabrication' issued by 
the Directorate General of Supplies and 
Disposals and IND/TC/2245( c ) 'General speci- 
fication for tents ( textile )', issued by the 
Ministry of Defence, Government of India. The 
present revision has been undertaken to 
incorporate the following major changes: 

a) Details of packing of various components 
of tents as followed by the Directorate 



General of Supplies and Disposals have 
been included; 

b) Cotton line of only 4? mm dia has been 
prescribed instead of 13 mm and 16 mm 
circumference cotton lines specified in 
different components of the tent earlier; 

c) For breaking strength test of jute canvas 
used in the manufacture of SALITHAS 
and bags, ravelled strip test method has 
been prescribed. Further, for testing of 
other requirements of jute canvas, method 
of tests as prescribed in IS : 10036 ( Part 1 )- 
1982* have been referred to; and 

d) References to all latest Indian Standards 
have been made in this revised version. 



♦Specification for jute canvas: Part 1 General require- 
ments. 



1. SCOPE 

1.1 This standard specifies the requirements of 
materials, components, manufacturing, work- 
manship and packing of tents. 

2. MATERIALS 

2.1 The materials used in the fabrication of 
tents and other related items shall conform to 
the requirements given in Table 1 . 

3. MANUFACTURE 

3.1 Caps, Tabs and Guide Loops 

3.1.1 Caps and Tabs — Caps and tabs shall be 
made of duck or canvas with 3 folds in case the 
mass is 500 g/m 2 or less and 2 folds if it exceeds 
500 g/m 2 . Each half portion shall be machine- 
sewn on the edge with cotton sewing thread of 
165 dtex X 6 (36 s/6 ) count for ultimate fitting 
to the fly. Two caps or tabs shall then be placed 
on either side of the fly to which they are to be 
attached and securely sewn by machine in 
double rows using cotton sewing thread of 590 
dtex X 3 ( 10s/3 ) count having 16 to 20 stitches/ 
dm or with MOCHI stitches with 2 mm dia 
cotton line. The length of the MOCHI stitches 
shall not be more than 25 mm. These shall be 
well covered on the exposed side with fabric of 
the same shade as that of the part of the fly to 
which they are attached. 

3.1.2 Guide Loops — Rectangular shaped tabs 



shall be fitted in the form of a loop to the inside 
portion of the detachable wall to prevent 
excessive flapping of the wall in high wind. It 
shall be constructed of 2 or 3 folds of duck or 
canvas as in 3.1.1 and covered on both sides 
with one fold of dasuti of shade matching with 
the background. 

3.1.3 The ropes shall fit the holes of the tabs 
tightly. The holes in the corner and side tabs 
shall be punched out first to a size slightly less 
than that of the rope to be used. The holes shall 
be carefully stitched as in case of button holes 
with 12 to 14 stitches per hole with 2 mm 
diameter cotton line or two strands of cotton 
sewing thread of 590 dtex X 3 ( lOs/3 ) count; 
the length of stitch shall not be more than 
13 mm. 

3.2 Flies 

3.2.1 Each fold of cloth shall be made of 
complete length except where construction 
makes this impossible. Short length pieces 
measuring not less than one metre may be used 
provided the cross-seams are made at the joints 
and these pieces are staggered in such a way 
that they do not appear side by side in the same 
panel or face each other in the adjoining panels. 

3.2.2 All strengthening tapes shall be of one 
length throughout without any joint and both 
edges securely sewn to the folds of cloth and all 
the ends secured well within the tabs and caps. 



1 
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TABLE 1 REQUIREMENTS OF MATERIALS USED IN THE MANUFACTURE OF TENTS 

(Clause 2A) 



No. 



Material 



(1) (2) 

i) Fabric ( see Note 1 ) 

a) Drill 

b) Dosuti 

c) Sheeting ( see Note 2 ) 

d) Duck 

e) Canvas 

f ) Waterproof fabric 

g) Cotton netting, square mesh 

ii) Cotton tape JVEWAR 

iii) Cotton sewing thread: 

a) For machine-stitching 

b) For hand-stitching or quilting 
iv) Cotton lines 

v) Cotton ropes 

vi) Jute ropes 
vii) Metal dees ( see Fig. 1 ): 



viii) Ventilator frames 



ix) Aluminium eyelets 

x) SALITHAS 

xi) Jute bags 

xii) Bamboo tent poles 



Requirement 

(3) ' 



Conforming to Var 3 of IS : 177-1977 1 
Conforming to Var 4 of IS : 179-1977* 
Conforming to IS : 180-1984 3 
Conforming to Var 3 or 4 of IS : 1422-1983* 
Conforming to Var 2 or 3 of IS : 1424-1983 6 
Conforming to IS : 2422-1985* 
Conforming to IS : 1143-1973 7 

Width of 13, 25, 40, 50, 65, 75, 100 mm and conforming to 
IS : 1895-1982* 

Conforming to IS : 1720-1978° 

165 dtex X 3 ( or 36s/3 ), 165 dtex x 5 ( or 36s/5 ) or 165 dtex 

X 6 ( or 36s/6 ) 
590 dtex X 3 ( or 10s/3 ), 500 dtex X 4 ( or 12s/4 ) or 270 dtex 

X 9 ( or 22s/9 ) 

Nominal dia of 1, 2, 4, 5 and 6 mm and conforming to 
IS :3252-1975 1 ° 

Nominal dia of 8, 10, 12, 14, and 16 mm and conforming to 
IS:2452-I985 11 

Conforming to IS : 5177-1985 1 * 



L 
cm 
38-01 
31-0 >-± 1*3 

20<0J 
2*2 



I 

cm 

91*0 ±25 



Size No. 21, 24, 28 or 30 and conforming to IS : 4084-1978 18 
As given in A-l 
As given in A-2 
IS : 7344-1974 14 



H 


d<j> 


cm 


mm 


31-01 

20*0 >-±0-6 
13-OJ 
1*9 


6-30T 

4*75 ' + 1-6 
4'75 f — 1-8 
4-OOJ 


H 


d<t> 


cm 


mm 


20*0 ± 1-3 


4-0 + 1*6 
-0-8 



specification for cotton drills ( third revision), 

'Specification for cotton dosuti ( second revision ). 

specification for cotton sheetings ( second revision ). 

specification for cotton duck ( third revision ) . 

specification for cotton canvas ( third revision ). 

Specification for dyed, cotton fabric, water repellent, for caps and raincoats ( second revision ), 

Specification for cotton mosquito netting, square mesh (first revision). 

•Specification for cotton tape JVEWAR (second revision). 

•Specification for cotton sewing threads ( second revision ). 

^Specification for shroud-laid cotton lines (first revision). 

"Specification for hawser-laid cotton rope ( second revision ). 

"Specification for jute lines and ropes (first revision ). 

"Specification for eyelets and washers ( sovil ) (first revision). 

^Specification for bamboo tent poles. 



( Continued ) 
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TABLE I REQUIREMENTS OF MATERIALS USED IN THE MANUFACTURE OF TENTS — Contd 



Sl 

No. 



Material 
(2) 



(1) 

xiii) Wooden discs 

xiv) Wooden tent pins 

xv) Steel pins 

xvi) Iron hammer 

xvii) Wooden mallets 

xviii) PURDAH AND CHICK KANAT 



Requirement 

(3) 
IS : 6641-1985 ,B 
IS :2133-1983 16 
As given in A-3 

Mass 10 kg and conforming to type 3 of IS : 841-1983 1 ' 
IS : 2922-1975 18 
As given in A-4 



"Specification for wooden discs for tents {first revision ). 
^Specification for wooden tent pins ( second revision). 
^Specification for hand hammer {second revision). 
"Specification for wooden tent mallets {first revision ). 

Note 1 — Each fold of cloth shall be made up in complete lengths except where narrow widths or cross- 
seams are allowed. Narrow width panels shall be allowed subject to maximum of one in each fold of all the 
walls provided these panels are staggered and no panel is less than 10 cm in width. A maximum of four narrow 
width panels shall be permitted in all outer and inner flies ( two in the outer and two in the inner fly ) provided 
these panels are staggered and are not less than 20 cm in width. However, the corner panel of single polo square 
tents and similar flies may have a minimum width of 10 cm. The finished width of the narrow panrls when 
measured at caves shall be not less than 25 and 21*5 cm respectively, in respect of 80 and 50 kg tents. 



Note 2 - 
washing. 



The printing on buff sheeting shall be done in at least two colours and shall be fast to rubbing and 



6<p 



V_ 



J 



Fig. 1 Metal Dees 

3.2.3 Flies shall be strengthened with tape 
NEWAR or canvas and rope piping all around 
as specified in the respective specification. Strips 
of strengthening NEWAR shall be placed straight 
and evenly between different folds of the cloth 
and run from the tabs of each corner and side 
ropes over the ridge to the corresponding tabs 
on the other side. Where four folds of cloth are 
to be used, the NEWAR shall be placed between 
the two middle folds; where three folds of cloth 
are to be used, the NEWAR shall be placed 
between the middle and the inner layer and in 
case of two folds of cloth, between the two. Both 
edges of the NEWAR shall be quilted of the 
cloth to retain it in position. The quilting shall 
be extended well under the caps and tabs. 

3.2.4 Lacing loops, 23 cm in length made with 
4 mm diameter cotton line shall be securely 



attached to the inner fly by means of 50 mm 
circular tabs at equal intervals to correspond 
with the eyelets in the KANATS and detachable 
walls ( see 3.4.2 and 3.8.2 ). 

3.3 Ridge 

3.3.1 In the case of outer fly, the ridge shall 
be formed by inserting a strip of 75 mm wide 
NEWAR ( unless otherwise specified in the 
particular specification ) between the folds of 
the cloth. 

3.3.2 In the case of inner fly, the ridge shall 
be formed by inserting a strip of 100 mm wide 
NEWAR ( unless otherwise specified in the 
particular specification ) between the fold along- 
with an 8 mm dia cotton rope. The cotton rope 
shall be so laid on the underside of the ridge and 
over the middle tape situated between the caps 
that the cloth of the fly and centre strip of 
NEWAR shall be doubled over the rope, and 
sewn together with 2 mm diameter cotton line 
to form a beading. Loops made of 50 mm wide 
NEWAR or a cloth bag made of two folds of 
cloth ( unless otherwise specified in the particular 
specification ) shall be stitched to the ridge of 
the inner fly for suspending it from the ridge 
pole. 

3.3.3 In a single fly tent 5 the ridge shall be 
formed by a strip of 75 mm wide NEWAR and 
8 mm dia rope piping ( unless otherwise specified 
in the particular specification ). The rope shall 
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form a loop around the cap and shall be secured 
tightly. 

Note — The side edges and the centre of NEWAR shall 
be hand-stitched to the cloth. The NEWAR shall extend 
to full-length of the ridge. The rope ends shall be spliced 
around the ridge holes under the caps. 

3.4 KANATS 

3.4*1 The KANATS shall be made in such a 
way that they are capable of being fixed upright 
and secured firmly in position and yet be easily 
detachable. 

3.4.2 Aluminium eyelets shall be fixed at the 
top edge of the KANAT at intervals of about 
23 cm to correspond with the loop made from 
4 mm dia cotton line, fixed in the centre of 
NEWAR at the bottom edge of the inner fly. 
The KANAT shall be provided with bamboo 
uprights as stays ( if so specified in the respective 
specification ) inserted between the folds of cloth 
and shall be enclosed in two strips of 65 mm wide 
NEWAR running between the bamboo and the 
inside fold. The ends of bamboo shall be covered 
with tabs. The number of bamboo uprights in 
the KANAT shall correspond with the NEWAR 
placed in the inner fly to which it shall be joined. 
A strip of 65 mm wide NEWAR shall be provided 
at the top edge and 10 mm dia rope enclosed in 
65 mm wide NEWAR at the bottom edge of the 
KANAT. NEWARS shall be securely quilted to 
the cloth. 

3.4.3 A 23 crn loop made with 8 mm dia 
cotton rope shall be attached to the bottom of 
each upright by means of the tab. 

3.4.4 A frill of NEWAR shall be sewn all round 
at the bottom edge of the KANAT if specified in 
the respective specification. 

3.5 Flaps {PURDAHS) 

3.5.1 The front and back flaps sewn to the fly 
shall be divided centrally. Overlapping of flaps 
shall not be less than 100 mm (unless otherwise 
specified in the particular specification). 
Aluminium eyelet (size No. 28) shall be fixed at 
intervals of about 23 cm along the centre of the 
50 mm wide vertical strengthening NEWAR 
placed in the inside edge of the inner flap for 
lacing of flaps. Lacing loops made from 4 mm 
diameter cotton line shall be sewn by hand 
using 2 mm diameter cotton line, or by machine 
using sewing thread of 590 dtex X 3 ( 10s/3 ) or 
500 dtex X 4 ( 12s/4) count at the centre of the 
50 mm wide vertical strengthening NEWAR 
provided in the inside edge of the outer flap to 
correspond with the eyelets. The ends of the 
lacing cotton line shall be knotted and secured 
firmly under the caps at the top and under the 
tabs at the bottom. 

3.5.2 The bottom edge of the flaps shall be 



strengthened by means of NEWAR of 50 mm 
width provided between the folds of the fabrics. 

3.5.3 For tents of 2*44 X 2*44 m size and over, 
each flap shall be provided with two vertical 
strengthening NEWARS placed between the 
folds of fabrics as is done in the case of flies 
(see 3.2.3). One of these NEWARS shall be 
placed along the inside edge of the flap at the 
centre of the tent width and the other midway 
between this inside edge NEWAR and the off 
side edge of the flap. Unless otherwise specified 
in the particular specification, 6 aluminium 
eyelets shall be fixed on* 1 the inside flap. In case 
of tents of smaller size, a vertical strengthening 
NEWAR shall be placed between the folds of 
fabrics along the inside edge of each flap at the 
centre of the tent width. Unless otherwise speci- 
fied in the particular specification, 5 aluminium 
eyelets shall be fixed on the inside flap. 

3.5.4 Two pieces of cotton tape NEWAR 
of 25 mm width and 60 cm length shall be sewn 
along the juction of the fly and flap-one 30 cm 
inside and the other 30 cm outside, for tying the 
flaps when rolled up. 

3.5.5 NEWARS shall be securely quilted to 
the cloth folds. Metal dees or foot loops ( as 
specified in the respective specification ) shall be 
attached to the extreme ends of the vertical 
NEWARS of the flaps by means of foot tabs 
which shall overlap both sides of the bottom 
edge. 

3.6 Side Walls 

3.6.1 The side walls shall be in continuation 
of the inner fly. The NEWAR in continuation of 
those in the fly shall run and extend to full 
length in the side walls. Metal dees or foot 
loops ( as specified in the respective specification ) 
shall be attached to extreme ends of the vertical 
NEWARS of the walls, by means of foot tabs 
which shall overlap both sides of the bottom 
edge of the walls and shall be securely sewn to 
it. Strips of 50 mm wide NEWAR shall be placed 
at the bottom edge between the folds. 

3.6.2 The side walls shall be sewn to the flap 
or to the front and back walls ( as the case may 
be ) from top to bottom ( unless otherwise speci- 
fied in the respective specification ). 

3.7 Front and Back Walls 

3.7.1 The top edge of ihe walls shall be 
attached by quilting to the inner fly. Strips of 
50 mm wide NEWARS shall be placed vertically 
between different folds of fabric of the walls, 
one in the centre of width of the wall and one 
each equidistant from the central NEWAR. In 
smaller tents up to the size of 2'44 X 2*44 m 
only, the central NEWAR shall be provided. 
One 50 mm wide NEWAR shall also be placed 
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horizontally at the point where the fly ends, 
between the folds of fabric. A 50 mm wide 
NEWAR shall be provided at the bottom of the 
walls between the folds of fabric. 

3.7.2 Metal dees shall be attached to the 
extreme ends of the vertically placed NEWARS 
by means of foot tabs which shall overlap both 
the edges of the wall and be securely sewn to it. 

3.7.3 If a KAN AT is required instead of a 
wall for the main room, the front and the back 
walls shall extend only up to the height of the 
KANAT. They shall be triangular in shape. The 
bottom edge shall be in line with the bottom 
edge of the inner fly. For attaching the KANAT, 
4 mm dia cotton line shall be fitted to 50 mm 
diameter circular tabs fixed at the regular 
intervals of about 23 cm in the centre of the 
NEWAR situated at the bottom edge between 
the folds with 2 mm diameter cotton line. The 
position of the loops will correspond with the 
position of the eyelets in the KAN ATS. 

3.7.4 The NEWARS shall be securely quilted 
to the cloth folds. 

3.8 Detachable Wall 

3.8.1 NEWARS of 50 mm width shall be placed 
vertically between folds at such places as shall 
correspond with those in the inner fly to which 
the wall shall be attached. Metal dees or foot 
loops ( as specified in the respective specification ) 
shall be attached to the extreme ends of the 
vertical NEWARS by means of foot tabs which 
shall overlap both sides of the bottom edge of 
the wall and shall be securely sewn to it. 

3.8.2 Cotton rope with 8 mm dia, laid in 
65 mm wide NEWAR shall be placed between 
the folds of fabric at the bottom edge of the wall 
and sewn to the cloth folds. For attaching the 
wall to the inner fly, eyelets shall be fixed 
at regular intervals of about 23 cm along the 
centre of the 50 mm wide NEWAR provided at 
the top edge between the folds to correspond 
with the lacing loops provided in the inner fly 
(see 3.2.4). 

3.8.3 The NEWARS shall be securely quilted 
to the cloth folds. 

3.9 Doors and PURDAHS 

3.9.1 Three suitable bamboo enclosed to 
65 mm wide NEWAR shall be provided across 
the width of the PURDAHS between the folds, 
one below the top edge at the distance of 
63 mm, the second at the bottom edge and the 
third midway between the first and the second. 
Strips of 50 mm wide NEWAR shall run between 
the bamboo and the inside cloth fold. The 
bamboos shall be secured in position by tabs at 
the ends. A 50 mm wide NEWAR shall be provi- 



ded at the top edge between folds and three 
eyelets shall be fixed along with it, two at the 
corners and one in the centre. A 4 mm diameter 
cotton line of 62 cm length shall be tied to the 
central eyelet, the ends being securely knotted. 

3.9.2 Door Way — Each door way shall have 
a bamboo upright at each side to serve as stays. 
The bamboo shall be placed between the folds, 
50 mm NEWAR shall be provided between the 
folds all around the door opening edges. 50 mm 
circular tabs carrying two 4 mm diameter cotton 
lines, each 23 cm long shall be fixed along the 
top edge NEWAR to correspond with the corner 
eyelets in the door PURDAHS or the CHICK 
PURDAHS, as the case may be. The edges of 
the PURDAHS as also of the door way shall be 
bound with 50 mm wide sulphur dyed blue 
NEWAR on all the four sides. 

3.9.3 The NEWARS shall be securely quilted 
to the cloth folds. 

3.10 Bathroom — It shall be semi-circular or 
rectangular projection on the rear of the flies. It 
shall be made of triangular pieces of cloth strips 
and shall be interposed between the folds of 
fabrics extending from the bottom edge to the 
cap, at the places where the triangular pieces of 
the cloth shall be quilted together. Inner fold 
shall be interposed with NEWAR at corners. A 
NEWAR and rope shall be interposed between 
the folds of fabrics all round the bottom edges 
of the bathroom. The reinforcement at the 
junctions of bathroom or verandah^ with the fly 
shall be provided with an additional NEWAR 
and with a double rope when specified. To 
minimize wastage of cloth, a maximum of three 
joints may be allowed in the triangular pieces. 
Tabs for rope shall be sewn on at the extreme ends 

of NEWAR leading from the cap. A pocket of 
23 cm height made of same shade and fabric as 
that of inner fold of the inner fly shall be fitted 
on two adjacent vertical NEWARS of the bath- 
room KANAT or wall. An 8 mm dia coloured 
rope shall be attached with 50 mm diameter 
circular tabs at ends. The pocket and the 
coloured rope shall be below the top edge of the 
KANAT or wall by 31 and 15*5 cm, respectively. 
Circular tabs of 50 mm diameter carrying lacing 
loops of 4 mm diameter cotton line shall be 
fitted about 23 cm apart in the centre of the 
bottom edge NEWAR of the bathroom for 
attaching the detachable KANAT or wall. The 
eyelets in the KANAT or wall shall correspond 
with the line cotton lacing loops of the 
bathroom. 

3.10.1 The NEWARS shall be securely quilted 
to cloth folds. 

3.11 Verandah — It shall be made in the same 
way as the bathroom. A KANAT or wall shall 
be provided in the verandah^ if required. 
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4. WORKMANSHIP 

4.1 The workmanship shall be clean and 
satisfactory. Particular care shall be exercised 
in making of tents to ensure that the flies and 
KAN ATS are free from puckering when the tent 
is pitched. 

4.2 Where three folds of cloth are specified, one 
cross-seam may be allowed in each alternate 
panel of the middle fold of the walls, provided 
a folded seam is used as shown in Fig 2. 



Fig. 2 Folded Seam 



Note — The distance between the two stitches ( when 
finished ) should be 5 mm, approx, 

4*2«1 Two cross-seams may be allowed ( sub- 
ject to a maximum of 10 precent of the tents ) in 
the roof of the flies with 2 folds, one cross-seam 
in the inner fold and another in the outer fold 
provided the seams are not in the same section 
and a folded seam is used. 

4.3 The machine-stitching shall be carried out 
with cotton sewing thread of 165 dtex X 6 
( or 36s/6 ) count and the average number of 
stitches shall be 20 to 24 per dm. 

4*4 The hand-stitching shall be carried out with 
cotton sewing thread of 500 dtex X 4 ( or 12s/4) 
count. The number of stitches shall be not less 
than 6 per dm on an average. The number of 
stitches may be 5 per dm provided a back stitch 
( see Fig, 3 ) using a double thread is used. 




Fig. 3 Back Stitch 

4,4.1 For quilting the folds of fabric, the 
average number of stitches shall be not less than 
8 per dm using a single thread. 

4,5 All flies and walls shall be hand-stitched or 
machine-sewn throughout as agreed to between 
the buyer and the seller, however, the joining to 
the panel shall be machine-sewn. 

5. PACKING 

5.1 The tents and other components shall be 
packed as given below. 

5.1.1 Tents — Tents shall be packed in jute 
canvas SALJTHAS or bags ( see A-l ). 

5.1.2 Bamboo Poles— -Bamboo poles shall be 
made into a bundle. The ends and centre of 
the bundle shall be covered for a distant of 
about 30 cm with double gunny fabric and 
stitched. 

5.1.3 Wooden Poles — Wooden poles shall be 
packed in jute canvas bags ( see A-2 ). 

5.1*4 Pins and Pegs — Pins and pegs shall be 
packed in jute canvas bags ( see A-2 ). 

5.1.5 All packages shall be securely covered 
with one layer of new hessian cloth of medium 
quality. 
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APPENDIX A 

( Table 1 ) 
REQUIREMENTS OF MATERIALS 



A-l. SAL1THAS 



A-1.1 Material — SALITHAS shall be manu- 
factured from plain woven jute canvas in double 
warp conforming to the following requirements: 



Characteristic Requirements 



a) Ends/dm, 

b) Picks/dm, 

c) Mass, g/nr 



140 ± 41 

70±2J 

660 ±5 
percent 



Method of Test, 

Ref to IS : 10036 

[Part 1)-1982* 



B-7 



B-6 



d) Breaking stren- 
gth on 10 x 
20 cm ravelled 
strips, Min : 



i) Warp 
ii) Weft 

e) Width, Min 



2 790 N( 285*1 

kgOL 

2 650 N (270 f 

kgf)J 
80 cm 



B-8 



B-3 



A-1.2 Construction — The SALITHAS shall be 
made from two pieces of jute canvas with a flat 
overlap length-wise depending on its size. The 
overlap shall be 25 mm for sizes of 250 cm or 
less and 40 mm for sizes over 250 cm. All the 
four sides of the SALITHAS shall be turned in 
and hemmed to width of 5 cm. Stitching shall be 
done with undyed cotton sewing thread of 270 
dtex X 9 ( 22s/9 ) or 590 dtex X 3 ( 10s/3 ) count. 
The average number of stitches shall be not less 
than 24 per dm. 

A-1.3 Eyelets — The number, type and size of 

the eyelets and their positioning shall be as 

specified in the respective specification or as 
agreed to between the buyer and the seller. 

A-1.4 Lashing Ropes — The material, size, 
length, splicing, whipping, mode of attachment 
and positioning shall be governed by the 
respective specification or as agreed to between 
the buyer and the seller. 



♦{Specification 
requirements. 



for jute canvas: Part 1 General 



A-1.5 SALITHAS, Large — The SALITHAS, 

large for tent store shall be governed by the 
respective specification. 

A-2. JUTE BAGS, KANAT BAGS AND 
PIN BAGS 

A-2.1 The jute canvas of the particulars given 
in A-1.1 shall be used in the manufacture of 
bags which shall be of appropriate size required 
for the particular type of tent. The particulars 
of the sewing thread and number of stitches 
shall be the same as given in A-1.2. The bag 
shall be provided with a hem of 25 mm width 
at the mouth. A 4 mm dia cotton line shall be 
inserted in the hem for closing the bag. 

A-3. STEEL PINS 

A-3,1 The pins shall be hook shaped and made 
of good quality mild steel, pointed for a distance 
of about 2*5 cm. The hook shall be neatly 
rounded off. The pins required for metal dees 
shall measure 18cm (length) X 10mm (dia- 
meter) and those for side ropes shall measure 
25 cm ( length ) X 12*7 mm ( diameter ). 

A-4. CHICK PURDAH AND CHICK KANAT 

A-4.1 The bamboo strips used in the manu- 
facture of these shall be dyed or painted yellow/ 
green or any other suitable shade, fast to 
washing and shall be evenly spaced. The strips 
shall be approximately of 3 X 3 mm size cut 
from good quality and well seasoned bamboo. 
Dyed NEWAR, 10 cm wide, shall be used for 
binding the edge of the CHICK PURDAH or 
CHICK KANAT and secured by double row of 
stitching. Tlnee aluminium eyelets shall be 
provided at the top of the CHICK PURDAH, 
one at each of the corners and the third at the 
centre. A 4 mm dia cotton line of 60 cm length 
shall be tied to the centre eyelets, and the ends 
shall be securely knotted. The CHICK PURDAH 
shall be provided with bamboo uprights covered 
on both sides with 65 mm wide dyed NEWARS. 
The number of such uprights shall correspond 
with the strengthening NEWAR placed in the 
attached components. A foot loop shall be 
attached to the bottom of each upright by 
means of a tab. Aluminium eyelets shall be 
fixed in the top NEWAR at regular intervals 
of about 22 cm and correspond with the loops 
fixed in the inner fly to which it shall be 
attached. 
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